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PRODUCING PLANTS: Long Beach, Antioch, Seatile, Jaclésoﬁville- and Delenco

All Plg- nts
Board Stucco (s-1, s-2) 2685 - 2800
Paper Fiber (B-G-1) D 0-10
Vermiculite Ore (HM-B 28) 65 - 70
Glass Fiber {B~G-1) | - 5.8 = 6,2
Starch (RM-B-11) | 9.0 - 12,5
Dextrose {RM-B-3) 0=-3
Core Foaming Agent:
ALS (B-G-1) . 0.1-1.0
AAS (B-G-1) ' 0.1 - 0.8
‘ Lignin (B-G-1) . 3.0 - 4.0
End Trim © (B-G-1) . 1w -30 .
Potassium Sulfate(B-G-1) 0-1 ‘
Retarder {B-G-1) 0~ 0.5
Bydrated Lime  (RM-P-3) 0 -1..2

PAPER LINFRS:

Mznila and Greyback Paper, widths as required for 24", 30" or 48" wide
KW-503 panel manufacture ’

QPERATING SPECIFICATIONS: (Refer to Product Bulletin B-G-2 for General

Specifications)
All Plants
Slurry Slump 5-1/2 - 9
Slurry Setting Time (minutes) 2 - 4=3/4
Wet Slurry Weight (lbs/e.f.) 95 - 105
Wet Compressive 3trength, psi 250 - 450
. Moisture Content at the Take-off shall be maintained at 10% to 25%;

average, 143,
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